
Alero Air Care 3000/9000 Metered Dispenser

Alero Micro Air Care 3000 Metered Dispenser

Instructions.

17/07/2015   15:53:06



Press “PROG” button to go back 

to the previous section when in 

programme setup.

Indicates

Flashing/Blinks

 
 EN    INSTALLATION INSTRUCTIONS

Programming Control Panel

1. Insert 2 x C-Cell batteries & an approved!"#$%%!&'(#")*+,!-.#!/&""#/-!

actuator orientation. Press power button. Unit is in default settings.

2a.  For custom programming press PROG button and follow programming 

sequence using adjust        buttons to scroll through options and ENTER 

'0--&+!-&!/&+$"1!&2-*&+(!(#%#/-#34

2b. Or go to QUICK options.

3. When programming is complete LCD screen will scroll through all options 

selected. To review selected options press and hold PROG button for 5 

seconds.

     In normal operation LCD screen displays time to next spray.

     Do not install or use this dispenser directly above polished, painted or

     plastic surfaces.

     5#2%6/*+,!6+!#12-7!/6+!8*-.!6!+#8!"#$%%!60-&16-*/6%%7!"#(#-(!-.#!(7(-#14

Adjust Option:

3000: 12, 8, 6

9000: 6, 4, 3

3000: (Default 12!"#$%%(!2#"!7#6"9!:;<!=<!>

9000: (Default 6 "#$%%(!2#"!7#6"9!><!?<!@

Adjust Option:

Mo, Tu, We, Th, Fr, Sa, Su

Set the day of week (Default Mo9

Set Time Now 24Hr Clock (Default 08:009

Adjust Option:

00 - 23

Power button 
A-0"+(!0+*-!&+9

PROG button 
A63B0(-!2"&,"611*+,9

ENTER button 
A6//#2-(!/.&(#+!&2-*&+9

QUICK button 
(switches unit 

to quick mode9

QUICK

Adjust buttons 
(scrolls through 

&2-*&+(9

2

C"#((!DC5EFG!'0--&+!6+3!(#-!"#$%%!(*H#I!@JJJ!&"!KJJJ!AL#M60%-!30009

Adjust Option:

3000, 9000
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Adjust Option:

:J!N*+0-#(

JJ<!:J<!;J<!@J<!?J<!OJ

Adjust Option: 

Single Minutes

J<:<!;<!@<!?<!O<!><!P<!=<!K

EN

Set Start Time - 24Hr Clock (Default 08:009

Adjust Option:

00 - 23

Hrs.

Set Stop Time - 24Hr Clock (Default 18:009

Adjust Option:

00 - 23

Hrs.

Set days of operation (Default 79!Q!

RM!P!*(!(#%#/-#3!,&!(-"6*,.-!-&!(-#2!=

Adjust Option:

5, 6, 7

Adjust Option:

Mo ,Tu, We, Th, Fr, Sa, Su

S#%#/-!367(!&MM<!:Q;!

  For custom programming press PROG button and follow programming 

When programming is complete LCD screen will scroll through all options 

5#2%6/*+,!6+!#12-7!/6+!8*-.!6!+#8!"#$%%!60-&16-*/6%%7!"#(#-(!-.#!(7(-#14

Set IPE (Default OFF94!RCT!*(!6!(#-!&M!M&0"!/&+(#/0-*)#(!(2"67(!8*-.!6+!

*+-#")6%!&M!:O!(#/&+3(4!RCT!2"&)*3#(!*+/"#6(#3!M"6,"6+/#!-&!/&*+/*3#!

with known periods of heavy use. If IPE is selected OFF go to step 9. 

If ON is selectied go to step 8a.

Adjust Option:

OFF, ON

Set Start Time 24Hr Clock (Default 08:009

Adjust Option:

00 -23

Adjust Option:

:J!N*+0-#(

JJ<!:J<!;J<!@J<!?J<!OJ!

Adjust Option: 

Single Minutes

J<!:<!;<!@<!?<!O<!><!P<!=<!K

8a

QUICK button 

Adjust buttons 

  3
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QUICK SETTINGS

A)
Insert 2 x C-Cell batteries & an approved!"#$%%!&'(#")*+,!-.#!/&""#/-!

actuator orientation. Press power button. Unit is in default settings. 

Days Left icon (Default ON9

Adjust Option:

OFF, ON

Adjust Option:

OFF, ON

Battery icon (Default ON9

:; When programming is complete LCD screen will scroll through 

all options selected. To review selected options press and hold 

PROG button for 5 seconds.

5#$%%!U%6"1!AL#M60%-!ON9

Adjust Option:

OFF, ON

QUICK SETTINGS 3000
V*1#WL67(!X!;?WP

Days Left Icon = OFF

Battery Icon = OFF

5#$%%!U%6"1!X!EYY

@J!A:;!5#$%%(!2#"!7#6"9

?O!A=9

>J!A>9

QUICK SETTINGS 9000

V*1#WL67(!X!;?WP

Days Left Icon = OFF

Battery Icon = OFF

5#$%%!U%6"1!X!EYY

>J!A>!5#$%%(!2#"!7#6"9

KJ!A?9

:;J!A@9

B) Press “QUICK” button for programme options: 

QUICK mode can be selected to override any previous programme 

options. Days options can be selected by pressing “QUICK” button 

any time. (Default 30 or 60 367(9

3000: 30, 45 or 60 days

9000: 60<!KJ!&"!:;J!367(

When the QUICK option is selected this remains for 4 seconds and 

then reverts to Next Spray countdouwn.

Once program setup is complete, pressing ENTER will perform 

a test spray.:@

4

!"##$"%&'$&()#*+%,"-.)#&/,)+,"00"-.)#

Bouton d’alimentation
A2&0"!6%%01#"!%Z6226"#*%9

Bouton PROG 
(pour régler la 

2"&,"6116-*&+9

Bouton ENTER
A2&0"!/&+$"1#"!%Z&2-*&+!

([%#/-*&++[#9
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