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Machine Data Label

Warranty Registration
Thank you for purchasing a Kärcher North America product. Warranty registration is quick 
and easy. Your registration will allow us to serve you better over the lifetime of the product. 

To register your product go to :
http://warranty.karcherna.com

For customer assistance:
1-800-444-7654
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How To Use This Manual

This manual contains the following sections:

• How to Use This Manual

• Safety

• Operations

• Maintenance

• Parts List

The HOW TO USE THIS MANUAL section will tell 
you how to find important information for ordering 
correct repair parts.

Parts may be ordered from authorized dealers. When 
placing an order for parts, the machine model and 
machine serial number are important. Refer to the 
MACHINE DATA box which is filled out during the 
installation of your machine. The MACHINE DATA 
box is located on the inside of the front cover of this 
manual. 

The model and serial number of your machine is 
located on the bottom-back of the machine.

The SAFETY section contains important information 
regarding hazardous or unsafe practices of the 
machine. Levels of hazards are identified that could 
result in product damage, personal injury, or severe 
injury resulting in death.

The OPERATIONS section is to familiarize the 
operator with the operation and function of the 
machine.

The MAINTENANCE section contains preventive 
maintenance to keep the machine and its compo-
nents in good working condition. They are listed in 
this general order:

• Dust Bag 

• Filters

• Brush roller

• Blockage

• Technical Details

The PARTS LIST section contains assembled parts 
illustrations and corresponding parts list. The parts 
lists include a number of columns of information:

• ITEM – column refers to the reference num-
ber on the parts illustration.

• PART NO. – column lists the part number for 
the part.

• REF NO. – reference number.

• DESCRIPTION – column is a brief descrip-
tion of the part.

• NOTES – column for information not noted by 
the other columns.

NOTE: If a service or option kit is installed on your 
machine, be sure to keep the KIT INSTRUCTIONS 
which came with the kit. It contains replacement 
parts numbers needed for ordering future parts.

NOTE: The manual part number is located on the 
lower right corner of the front cover.

Model:

Date of Purchase:

Serial Number:

Dealer:

Address:

Phone Number:

Sales Representative:
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Safety

IMPORTANT SAFETY INSTRUCTIONS
When using this machine, basic precaution

must always be followed, including the following:

READ ALL INSTRUCTIONS BEFORE USING THIS MACHINE.

To reduce the risk of fire, electric shock, or injury:

1. Do not leave appliance when plugged in. Unplug from outlet when not in use and before servicing.
2. Connect to a properly grounded outlet only. See Grounding Instructions.
3. Do not use outdoors or on wet surfaces.
4. Do not use near small children. Do not allow to be used as a toy. Close attention is necessary when used by or near children.
5. Use only as described in this manual. Use only manufacturer's recommended attachments.
6. Do not use with damaged cord or plug. If appliance is not working as it should, has been dropped, damaged, left outdoors, or dropped 

into water, return it to a service center.
7. Do not pull or carry by the cord, use cord as a handle, close a door on cord, or pull cord around sharp edges or corners. Do not run 

appliance over cord. Keep cord away from heated surfaces.
8. Do not unplug by pulling on cord. To unplug, grasp the plug, not the cord.
9. Do not handle plug or appliance with wet hands.
10. Do not put any object into openings. Do not use with any opening blocked; keep free of dust, lint, hair, and anything that may reduce 

air flow.
11. Keep hair, loose clothing, fingers and all parts of body away from openings and moving parts. Do not place fingers or other body parts 

under vacuum unless unplugged.
12. Do not pick up anything that is burning or smoking, such as cigarettes, matches, or hot ashes.
13. Do not use without dust bag and/or filters in place. Do not wash filters.
14. Turn off all controls before unplugging.
15. Use extra care when cleaning on stairs.
16. Do not use to pick up flammable or combustible liquids such as gasoline or use in areas where they may have been present.
17. Do not operate this machine near flammable fluids, dust or vapors.
18. Maintenance and repairs must be done by qualified personnel.
19. Use only identical replacement parts. See instructions for Servicing of Appliances.
20. Do not use machine as a step.
21. If used on plush carpet or carpet with thick padding, do not leave machine in one place with machine turned on.
22. Do not use the handle in the dust bag housing to carry the machine.
23. Always turn off this appliance before connecting or disconnecting motorized nozzle.
24. Brush may unexpectedly restart. To reduce the risk of injury from moving parts. – Unplug before servicing.
25. The vacuum has a manual reset thermal protector. The protector is reset by switching off the vacuum. The thermal protector needs 

some time to cool down after switching off! Check the vacuum for air blockages or mechanical failures before switching on.
26. Store the vacuum in a dry place at room temperature. When the vacuum is not in use, you should wrap the cord on the cable hooks.
27. Any other servicing should be performed by an authorized service representative.

28. Make sure your extension cord is in good condition and is the correct size for your appliance. The table on the Grounding Instructions 
page shows the correct size to use depending on cord length and nameplate ampere rating. If in doubt, use the next heavier gauge.  
The smaller the gauge number, the heavier the cord. An undersized extension cord will cause a drop in line voltage resulting in loss of 
power and overheating.

29. Use only three-wire outdoor extension cords that have three-prong grounding plugs and grounding receptacles that accept the appli-
ance's plug.

30. To reduce the risk of personal injury due to a loose electrical connection between the appliance's plug and extension cord, firmly and 
fully attach the appliance plug to the extension cord. Periodically check the connection while operating to ensure it is fully attached. Do 
not use an extension cord that provides a loose connection. A loose connection may result in overheating, fire, and increases the risk 
of a burning.

31. To reduce the risk of disconnection of the appliance cord from the extension cord during operating, make a knot as shown under 
Grounding Instructions.

32. Maintain Appliance With Care - Inspect extension cords periodically and replace if damaged.

READ AND SAVE THESE INSTRUCTIONS

8.643-553.0  Manual - Karcher Sensor S12
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Safety

Grounding Instructions
This appliance must be grounded.  If it should 
malfunction or breakdown, grounding provides a path 
of least resistance for electric current to reduce the 
risk of electric shock.  This appliance is equipped with 
a cord having an equipment-grounding conductor 
and grounding plug.  The plug must be inserted into 
an appropriate outlet that is properly installed and 
grounded in accordance with all local codes and ordi-
nances.

Improper connection of the equipment-grounding 
conductor can result in a risk of electric shock.  
Check with a qualified electrician or service 
person if you are in doubt as to whether the outlet 
is properly grounded.  Do not modify the plug 
provided with the appliance - if it will not fit the 
outlet, have a proper outlet installed by a 
qualified electrician.

This appliance is for use on a nominal 120-volt circuit, 
and has a grounded plug that looks like the plug illus-
trated in sketch A.  A temporary adapter looks like 
adapter illustrated in sketches B and C, may be used 
it connect this plug to a 2-pole receptacle as shown in 
sketch B if a properly grounded outlet is not available.  
The temporary adapter should be used only until a 
properly grounded outlet (sketch A) can be installed 
by a qualified electrician.  The green colored rigid ear, 
lug or the like extending from the adapter must be 
connected to a permanent ground such as a properly 
grounded outlet box cover.  Whenever the adapter is 
used, it must be held in place by a metal screw.

NOTE: In Canada, the use of a temporary adapter 
is not permitted by the Canadian Electrical Code.

Electrical

In the USA this machine operates on a standard 15 
amp 115 volt A.C. power circuit. The amp, hertz, and 
voltage are listed on the data label found on each 
machine. Using voltages above or below those 
indicated on the data label will cause serious damage 
to the motors

Extension Cords

If an extension cord is used, the wire size must be 
according to the table, and must be limited to 50 feet 
(15.5m) in length.

USING AN ADAPTOR
GROUNDING CONNECTION 

Note:  Adaptors are not allowed in Canada.

Outlet

Tab for Grounding

Outlet Box

FIGURE C

Grounded

FIGURE A

Adaptor

Screw

FIGURE B

Adaptor

Metal Screw

Grounded

Grounding Pin

Extension cords ratings and measures

Ampere rating Volts Total length of cord

7.62m (25ft) 15,24m (60ft) 30,48m (100ft)

More than A Not More than A mm² (AWG)

10 12 120 V 0.83 (18) 1.3 (16) 2.1 (14)

Cord set Appliance cord

(A) Tie cord as shown (B) Connect plug and receptacle

Figure 1: Method of securing the appliance cord to the extension cord set

8.643-553.0  Manual - Karcher Sensor S12
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Safety

IMPORTANT SAFEGUARDS
Accidents due to misuse can only be prevented by those using the machine.  To guard against injury, basic 
safety precautions should be observed, including the following:

Read and follow all safety instructions.

Electric shock could occur if used outdoors or on wet surfaces.

The vacuum cleaner is designed to be safe when used to perform cleaning functions.  Should damage occur to 
electrical or mechanical parts, cleaner should be repaired by a competent service center before using in order to 
avoid further damage to machine or physical injury to user.

A damaged power cord could cause electrical shock and/or fire.  To minimize this possibility observe the 
following precautions:

Do not run cleaner over power cord.

Avoid closing doors on power cord pulling it around sharp edges, or placing sharp-edged objects upon it.

Wind cord no tighter than is necessary to retain it on the cord hooks.

When disconnecting power cord from electrical outlet, grasp the plug.  Pulling it out by the cord itself can 
  damage cord insulation and internal connections to plug.

Your vacuum cleaner creates suction and contains a revolving brush.  To avoid bodily injury from suction or 
moving parts, vacuum cleaner brush should not be placed against, or in close proximity of loose clothing, 
jewelry, hair or body surfaces while cleaner is connected to electrical outlet. Cleaner should not be used to 
vacuum clothing while it is being worn.  Keep children away from machine when in operation or plugged in.

If used on plus carpet or carpet with thick padding, turn off unit when handle is in upright position.  When using 
accessory tools, keep floor bush off carpet by keeping handle in locked position and lowering handle with on 
hand to raise bush off floor.  Operate accessories with other hand.

Always plug your cleaner into a standard wall outlet.  Use of extension cord or light socket with inadequate 
current-carry capacity could result in electric shock or fire hazard.

Disconnect cleaner from electrical outlet before servicing, such as changing bags or belts.  You could receive 
bodily injury from moving parts of machine should switch accidentally turned on.  Disconnect cleaner from elec-
trical outlet before detaching power head.

Do not use your vacuum cleaner in areas where flammable and/or explosive vapor or dust is present to avoid 
possibility of fire or explosion.  Some cleaning fluids can produce such vapors.  Areas on which cleaning fluids 
have been used should be completely dry and thoroughly aired before being vacuumed.

To avoid fire hazard, do not pick up matches, fireplace ashes, or smoking material with cleaner.

Keep your work area well lighted to avoid picking up harmful materials (such as liquids, sharp objects, or burning 
substances) and avoid tripping accidents.

Use care when operating the cleaner on irregular surfaces such as stairs, as falling cleaner could cause bodily 
injury and/or mechanical damage.  Proper storage of machine in an out-of-way area immediately after use will 
also prevent accidents caused by tripping over cleaner.

Store your vacuum indoors in a cool, dry area not exposed to the weather to avoid electrical shock and/or 
cleaner damage.

Exercise strict supervision to prevent injury when using vacuum cleaner near children or when child is allowed 
to operate vacuum cleaner.  Do not allow children to play with vacuum cleaner and never leave cleaner plugged 
in and unattended.

SAVE THESE INSTRUCTIONS
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Operation

Components

1. Handle grip

2. On/Off switch

3. Handle assembly

4. Retaining ring

5. Cover release

6. Dust bag housing

7. Cover

8. Housing release

9. Brush/suction Head

10. Cable

11. Telescopic handle grip

12. Hose

13. Carrying handle

14. Cable hook

15. Attachment tube

16. Crevice nozzle

17. Upholstery nozzle

18. Pile adjustment knob

19. Foot pedal

Preparation

Place the brush/suction head (9) on a flat surface
with the neck (20) and the support lever (21)
upright. Hold the dust bag housing (6) vertically
and place over neck and support lever. Push
firmly down so that the housing release (8)
snaps closed.

Lift the catch (22) then slot the handle
assembly into the top of the dust bag housing
(6) and push firmly down.

When the handle (3) has been pushed down as
far as it will go press catch (22) down. If the
handle is not pushed fully down the machine
will not work.
Insert attachment tube (15) into the channel at
the back of the machine. Locate the handle
grip (11) on the holder (23).
Push the black end of the hose (12) into the
connecting tube (24) so that it clicks into place.

Insert crevice nozzle (16) and upholstery nozzle (17)
into the recesses in the back of the machine.

The device is ready, you can start up by pressing the
switch (2).

4
5

6
7

8

1

2
3

9

16

17

10
11
12
13
14
15

18
19

Picture 1 / Figura 1 / Foto 1

3

24

16

4

22

9

6

8

23

15

11

27

12

17

21
20

Picture 1 / Figura 1 / Foto 1
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Operation

Filter level indicator

The red warning light (A) indicates a blockage or a full 
bag, so check:

a) Is the dust bag full?

b) Is there a blockage in the hose or power head?

If the red light is disregarded the machine will shut off 
and the light will flash.

Brush controller

The electronic brush controller continuously monitors 
the operation of the brush.

If the red light (B) stays off, the operation of the brush 
is correct.

If the red light (B) turns on in positions 1 - 4 of the Pile 
adjustment knob adjust the brush by turning the Pile 
adjustment knob (18) to a lower position.

If the red light (B) burns continuously in the position 1, 
the brush must be changed for a new one.

If the machine turns off and the red light (B) flashes, 
the brush has become blocked and is not turning. 
Switch the machine off, unplug it from the mains and 
clear the blockage.

If there is no blockage, and machine turns off with 
brush light flashing, raise brush to a higher position.

When the machine is switched on in the upright 
position the brush automatically rises from the carpet. 
To release the machine from the upright position, 
press down the foot pedal (19). The brush will auto-
matically lower.

The handle can be lowered to an intermediate stop 
position in order to lift up the brush head. To lower the 
handle to a horizontal position, the foot pedal must be 
pressed a second time. The stop position can be 
closed off by a slider on the swivel neck (25) so that 
the handle will go from vertical to horizontal in one 
movement.

To vacuum in corners etc., take hold of the telescopic 
handle grip (11), lift, it away from the machine and 
stretch out the hose (12).  After use, insert the 
telescopic attachment tube into the back of the 
machine. Raise the handle of the machine and the 
hose will automatically retract. To use the hose
without the tube as shown in the right hand picture, 
the hose will pull out of the tube while the tube is fitted 
to the machine. Alternatively, press the release catch 
(27) on picture 2. You can now use one of the 
accessories (16) (17).

Never run over the cable with the brush/suction 
head.
Always carry the machine over steps and sills.

Bag full
or clog

Check
 brush

18

A B

A Filter level indicator
B Brush controller
 

25

FREE STOP

19

16 17

1211

8.643-553.0  Manual - Karcher Sensor S12



10

Maintenance

CAUTION - Always unplug machine at mains 
outlet before dismantling any part of machine.

If red light (d) shows, change paper filter bag. To do 
this first pull cover release (5) picture 1 forward and 
lift the cover from the dust bag housing. Slide the 
dust bag sealing plate (28) from the holder (29). Slide 
the sealing plate (28) of a new bag into the holder 
and push firmly in. Insert cover into dust bag housing, 
push it forward then lock it in place by pushing down 
the cover release (5).

The micro hygiene filter (30) needs to be changed 
when it becomes clogged with dust or after approxi-
mately 20 paper bags have been used. To change 
the hygiene filter first remove the cover then slide the 
filter out at the bottom. To replace, lift the lever (31) 
and slide the new filter in.

Fitting a New Exhaust Filter

After 20 paper bags have been used also change the 
exhaust filter (32). To remove the exhaust filter push 
the catch (33) backward and remove the filter cover 
(34) and filter. Insert the new filter and replace the 
filter cover.

Brush Roller

To change the brush roller (35) push the button(36), 
remove the slide plate (37), turn the brush clockwise 
a quarter of a turn and pull the brush roller out. Slide 
the new brush roller into the brush housing and turn it 
until it locates into position. Push the button (36) and 
press the side plate (37) back into place.

29 28

30

31

34

32
33

36

35

37
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Maintenance

Removing Blockages

Underneath the machine is an inspection door to 
check for blockages (38).

Blockages in the neck (20 - picture 2) can be checked 
by first lifting off the dust bag housing by pressing the 
catch (8). Then release the foot pedal, lower the neck 
and check into the tube next to the pedal.

Blockages in the hose can cleared by taking the hose 
off the machine and replacing it the wrong way round 
in the connecting tube (24) holding it upright with one 
hand blocking the top and switching on the machine.
(If necessary quickly lift your hand on and off the end 
of the hose).

The guarantee is invalidated if takeout parts not 
approved by manufacturer.eg. bags, filters, brush 
roller,etc. are fitted.

38

24
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Maintenance

Electric shock could occur if used outdoors or on wet surfaces!

1

3

4

2

4

3

21

1

2

A.) Attachments
1. Upholstery Nozzle
2. Crevice Nozzle

B.) Optional Attachments

A B

C

1. 8.613-769.0 Extension Hose
2. 8.640-969.0 Extension

Tube, Black
3. 8.628-474.0 Dusting Brush
4. 8.614-653.0 Wall And

Upholstery Brush

C.) Service Parts
1. Paper Bag
2. Micro Filter
3. Exhaust Filter
4. Brush Roller
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Maintenance

Technical Details

U.S. Patents: 5,056,175 
                      4,955,106 
                      5,028,245

 Vacuum Motor  1200 Watt

Water Lift 2300 mm (90”)

Air Flow 50 l/s

Dust Bag Capacity 5.3 liters

Working Width 308 mm (12”)

Brush Drive Tooth Belt

Brush Speed 2700 rpm

Floor Adjustment Mechanical

Cable 12.2 m (40”)

Weight 7.4 kg (16.2 lbs)

Ratio Suppression EN 55014 Verf 242./91

8.643-553.0  Manual - Karcher Sensor S12
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Notes
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Entretien

Pour réduire les risques de choc électrique, ne pas utiliser à l‘exterieur et ne 

pas aspirer de matiéres humides!!

1

3

4

2

4

3

21

1

2

A.) Accessoires
1. Buse spéciale meuble
2. Buse sifflet

B.) Accessoires supplementaires
1. Rallonge flexible
2. Tube plastique
3. Buse fauteui
4. 
     

C.) Pieces de rechange
1. Sac papier
2.Micro filtre
3. Filtre sortie anti-acariens
4. Rouleau de brosse

A B

C

Brosse pour murs et 
tissus d'ameublement
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Entretien

Détails Techniques

U.S. Patents: 5,056,175 
                      4,955,106 
                      5,028,245

  Moteur d‘aspiration  1200 Watt

  Colonna d'eau 2300 mm (90”)

  Débit 50 l/s (105 CFM)

  Sac aspiration 5.3 liters

  Largoor de travail 308 mm

  Entrainement de la brosse par courroie

  Vitresse rotation de la brosse 2700 rpm

  Réglage de la tête sur le sol  mécanique

  Câble 12.2 m (40”)

  Poids 7.4 kg

  Ratio Suppression EN 55014 Verf. 242/91
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Parts

Spare Parts List

(1.012-615.0)

Sensor S12

From Serial No. # G547001011
If Serial Number not listed,

Contact Manufacturer

8.643-553.0  Manual - Karcher Sensor S12
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Filter Bag Housing

62

30

29

23

63

64

13

50

46

20

21

17

22

24

25

26

27

41

37

35

38

62

19
18

32

62

15

16

1
10

7

2

3

5
6

60
8
61

11

4

51

45

62

28

34 33

36

40
39

31

62
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Filter Bag Housing

ITEM PART NO. REF NO. DESCRIPTION NOTES

1 86407970 5625WI
HANDLE WITH CABLE, CPL., BLACK/ZINC 
YELLOW

2 86372980 5295WI HANDLE GRIP SR, BLACK

3 86319140 5359SW GROMMET, BLACK

4 86139130 5260KA CABLE, YELLOW

5 86319160 05113 SWITCH

6 86407990 5160zg SWITCH CAP, ZINC YELLOW

7 86319180 5161sw SWITCH CAP HOLDER, BLACK

8 86139280 5162 CABLE CLAMP

10 86137780 0846 WIRE ANTISTATIC

11 86142310 5256ER HANDLE CABLE, 3-WIRE

13 86142300 5187 HANDLE TUBE

15 86142650 5040sb HOSE, SENSOR SILVER

16 86319200 5045sw EXTENSION TUBE WITHOUT HOSE, BLACK

17 86433920 51108kg CABLE HOOK,KARCHER GRAY, SPARE PART

18 86145350 5146 STOP SPRING

19 86433930 51109bg CARRYING HANDLE, BASALT GRAY

20 86414170 5424kg RETAINING RING, KARCHER GRAY

21 86433940 51115bg INTERNAL COVER, CPL., BASALT GREY

22 86319250 1823sw
ATTACHMENT CLIP DUST BAG HOUSE SR XP, 
BLACK

23 86433950 51150WI DUST BAG HOUSING, CPL., BASALT GREY

24 86145280 5084 SPRING FOR LOCKING ROD

25 86433960 51103kg
DUST BAG HOUSING LOCKING CATCH, KARCHER 
GRAY

26 86143120 5083 LOCKING ROD

27 86433970 51102bg
DUST BAG HOUSING BUMPER BASE, BASALT 
GRAY

28 86433980 51110ER LOCK CATCH INCL. SPRING, GREY BLACK

29 86433990 51117ER INTERNAL CABLE

30 86139290 5164 CABLE CLAMP

31 86139320 5266 CABLE CLAMP

32 86141620 5208
FILTER SAFETY CATCH, CPL., INCL. POS. 33 AND 
34

33 86145320 5210 RETURN SPRING

34 86139970 1073 CLAMP

35 86434000 51159gs COVER, GRAY BLACK

36 86145340 5319 BAG HOLDER SPRING

37 86434010 51153ZG COVER RELEASE XP 2017, ZINC YELLOW

38 86138040 1847 BAG HOLDER, CPL., INCL. POS. 39 + 40

39 86144760 5091 SAFETY CATCH SPRING

40 86144750 1817 SAFETY CATCH

41 86434020 51151BG FRONT COVER, CPL., BASALT GRAY

45 86005220 5301ER MICRO HYGIENE FILTER

46 86000500 5300 SENSOR FILTER BAG PACK (PACKED IN 10)

50 86319300 1092sw CREVICE NOZZLE

51 86319290 1491sw UPHOLSTERY NOZZLE

60 86147040 0103ER SCREW C 3,9X15

61 86147140 0129ER SCREW M4X12

62 86363370 01036ER SCREW M4 X 14 TX 20

63 86434030 01036SW AMTEC-SCREW 4X14 TX 20 BLACK

64 86434040 01047ER AMTEC-SCREW 3X12 TX 10 BLACK
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Power Head - S12

100

102

101

103

170

124
115

116 116

171
174

153134

154

114

123

139

170

137

138
136
110

170

145

104
105
170

146

147

112

148
173
113

170

149

111

151

152

160

161

172

162
176

121

117

130
125

157
158

150

173
175

135

126
128
129
131
178
122
170
133

141
177

144
143

140

127

120119 170 170 122

122121 122 118144

109
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Power Head - S12

ITEM PART NO. REF NO. DESCRIPTION NOTES
100 86408390 2831BG POWER HEAD COVER S 12, CPL., BASALT GRAY

101 86141400 2846 EXHAUST FILTER

102 86408400 2820BG EXHAUST FILTER COVER, BASALT GRAY

103 86435480 20827WI SWIVEL NECK ASSEMBLY LT GRAY/ZINC YELLOW

104 86143180 2886 MALE CONTACT HOLDER

105 86139230 2494 CABLE CLAMP

109 86145900 2825 SWIVEL NECK BEARING

110 86145890 2824 SWIVEL NECK SUPPORT R.H.

111 86146110 5479 SWIVEL NECK SUPPORT L.H.

112 86146130 5717 SWIVEL NECK BEARING

113 86143800 2890ER PCB  POWER SUPPLY

114 86142780 0864 INTERNAL CABLE, RIBBON

115 86408420 5713kg BRUSH ROLLER RELEASE, KARCHER GRAY

116 86145290 5103 SPRING

117 86406110 5051zg AXLE ASSEMBLY, ZINC YELLOW

118 86137990 5053 AXLE

119 86406120 5059zg FOOT PEDAL, ZINC YELLOW

120 86146570 2010 WHEEL RETURN SPRING 

121 86319360 5819sw WHEEL, BLACK

122 86140000 2014 CLAMP CONNECTING ROD AXLE 

123 86004950 5010WI BRUSH ROLLER 12”

124 86406130 5287bg BEARING BLK, RH SR12, BLACK/BASALT GRAY

125 86320320 2869sw RUBBING PLATE, BLACK

126 86400150 2868zg ACCESS DOOR, ZINC YELLOW

127 86138000 5303 ACCESS DOOR AXLE

128 86145330 5304 ACCESS DOOR SPRING

129 86143850 2861 PILE ADJUSTMENT AXLE

130 86319380 5174sw PILE ADJUSTMENT WHEEL, BLACK

131 86137920 2849 AXLE CLAMP

133 86319390 2860sw COVER, BLACK

134 86146220 2833 THRUST MEMBER

135 86408440 2862zg PILE ADJUSTMENT KNOB, ZINC YELLOW

136 86146230 2834 THRUST MEMBER

137 86140010 2856 CLAMP

138 86145250 2867 SPRING

139 86408450 2821KA CHASSIS SRS 12, CPL, BLACK

140 86406170 5411gs BOTTOM PLATE,FRT,CLP,GRAY BLACK, SR12

141 86408460 2829gs REAR BOTTOM PLATE SRS12, CPL, GRAY BLACK

143 86146790 5401 WIRE TIE, BOTTOM PLATE, OUTER

144 86146800 5402 WIRE TIE, BOTTOM PLATE, CENTER

145 86319410 5005sw BUMPER BLACK (2PC SR12)

146 86143630 5469 MOTOR 1000 W / 120 V

- 86139400 05117S CARBON BRUSH SET 100-120V

- 86146210 05135ST THERMO SWITCH VAC

147 86143620 5462 VACUUM MOTOR PULLEY 2MR

148 86144710 5100 RUBBER MOUNTING

149 86408470 2826GS MOTOR COVER, GRAY BLACK

150 86140610 2839SW COVER FOR AIR CHANNEL

151 86435490 50129 SUPPORT LEVER

152 86145460 5107-1 SUPPORT SPRING

153 86143570 5112sw MOTOR PULLEY COVER

154 86435500 20881ER COMPUTER CONTROLLER

157 86145050 5464 SENSOR SRS12 CPL

158 86143580 5117/1 MOTOR PULLEY

160 86138240 5463 BELT 2MR-310-6

161 86005000 5110 BELT  HTD-II-6, 219 3M
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Power Head - S12 Continued

ITEM PART NO. REF NO. DESCRIPTION NOTES

162 86138200 5766hg BEARING BLOCK L.H. CPL.

170 86147030 0102 SCREW, M3, 9x13 DIN 7981

171 86147040 0103 SCREW C 3.9 x 16 DIN 7981

172 86147050 0104 SCREW M3.9 x 25 MM

173 86321410 01029 SCREW 2.9 X 13 W/WASHER

174 86146540 0140 WASHER 4.3, DIN 125 

175 86147190 0143 WASHER 3.2, DIN 125

176 86147170 0176 SCREW M4 X 30

177 86144850 0197 SCREW, M4 X 12, W/WASHER

178 86144860 01010 SCREW, M4 x 16, DIN 7985
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Wiring Diagram

P
C

B
 1

2V
 p

ow
er

 s
up

pl
y

C
irc

ui
to

 im
pr

es
o 

A
lim

en
ta

ci
ón

 1
2V

C
irc

ui
t im

pr
im

é 
Al

im
en

ta
tio

n 
12

V

Va
cc

um
 m

ot
or

M
ot

or
 d

e 
as

pi
ra

ci
ón

M
ot

eu
r d

‘a
sp

ira
tio

n
M

ai
n 

sw
itc

h 
in

 h
an

dl
e

In
te

ru
pt

or
 p

rin
ci

pa
l e

n 
el

 m
an

go
In

te
rr

up
te

ur
 p

rin
ci

pa
l d

an
s 

la
 p

oi
gn

ée
 

Fi
lte

r h
ou

si
ng

C
om

pa
rti

m
ie

nt
o 

de
l f

ilt
ro

Lo
ge

m
en

t s
ac

 p
ou

ss
ié

re

H
an

dl
e 

tu
be

Tu
bo

 d
e 

la
 m

an
ill

a
Tu

be
 d

e 
m

an
ch

e

12
0V

~

Th
ird

 c
on

ta
ct

 in
 U

S
 

pr
of

es
si

on
al

 m
ac

hi
ne

s 
on

ly

R
ee

d 
co

nt
ac

t s
w

iv
el

 s
w

itc
h

C
on

ta
ct

o 
R

ee
d 

in
te

ru
pt

or
 a

rti
cu

la
tió

n
In

te
rr

up
te

ur
 p

iv
ot

an
t à

 c
on

ta
ct

 R
ee

d

P
C

B
 c

om
pu

te
r c

on
tro

lle
r

C
irc

ui
to

 im
pr

es
o 

co
nt

ro
la

do
r e

le
ct

ró
ni

co
C

irc
ui

t im
pr

im
é 

co
nt

rô
le

ur
 d

'o
rd

in
at

eu
r

H
al

l s
en

so
r

S
on

de
 d

e 
H

al
l

C
ap

te
ur

 à
 e

ffe
t H

al
l

 
W

iri
ng

  U
L 

ap
pr

ov
ed

 ty
pe

s 
W

IV
G

P0
1,

 
W

IV
G

P0
2

   
   

   
   

   
   

   
   

Ka
rc

he
r t

yp
es

 
 

SR
S 

12
, 

SR
S 

15
 

12
0 

V,
 6

0 
H

z,
 3

-w
ire

C
on

ne
ct

or
 in

 s
w

iv
el

 n
ec

k
C

on
ec

to
r e

n 
el

 c
ue

llo
 g

ira
to

rio
C

on
ne

ct
eu

r d
an

s 
co

l p
iv

ot
an

t

C
on

ne
ct

or
 in

 p
ow

er
 

he
ad

C
on

ec
to

r e
n 

el
 p

ie
 

de
 a

sp
ira

ci
ón

C
on

ne
ct

eu
r d

an
s 

pi
ed

 v
en

to
us

e

M ~

~



06747L86435530


	86435530 SENSOR S12-ESP.pdf
	Sensor 12
	8.643-553.0 Manual - Karcher Sensor S12
	Etiqueta de Datos de la Máquina
	Índice

	8.643-553.0 Manual - Karcher Sensor S12
	Cómo utilizar el manual
	1. No deje la máquina enchufada. Debe desenchufarla cuando no se encuentra en uso y antes de repararla.
	2. Conecte únicamente a una toma conectada adecuadamente a tierra. Consulte las instrucciones de conexión a tierra
	3. No la utilice en el exterior o en superficies mojadas.
	4. No la utilice cerca de niños pequeños. No permita que se la emplee como juguete. Preste mucha atención cuando sea utilizada por niños o cerca de ellos.
	5. Utilícela sólo del modo descrito en este manual. Utilice solamente los accesorios recomendados por el fabricante.
	6. No la utilice si el cable o el enchufe están dañados. Si la máquina no funciona adecuadamente, se ha caído, ha sufrido daños, fue olvidada en el exterior, o ha caído al agua, llévela a un servicio técnico.
	7. No empuje ni traslade la máquina usando el cable, no utilice el cable como manija, no enganche el cable con las puertas ni lo enrosque alrededor de bordes o ángulos filosos. No haga funcionar la máquina sobre el cable. Mantenga el cable alejado...
	8. No desenchufe la máquina tirando del cable. Para desenchufarla, tire del enchufe, no del cable.
	9. No manipule el enchufe ni la máquina con las manos húmedas.
	10. No coloque objetos en las aberturas. No utilice la máquina si alguna de las aberturas está bloqueada, manténgala libre de polvo, pelusas, cabellos y de todos los objeto que pueden reducir el caudal de aire.
	11. Mantenga el cabello, la ropa holgada, los dedos y todas las partes del cuerpo alejadas de las aberturas y las piezas móviles. No coloque los dedos ni otras partes del cuerpo debajo de la aspiradora a menos que se encuentre desenchufada.
	12. No aspire objetos que estén ardiendo o humeando, como cigarrillos, cerillas o cenizas calientes.
	13. No utilice la máquina si la bolsa o los filtros no están en su lugar. No lave los filtros.
	14. Desconecte todos los controles antes de desenchufar la máquina.
	15. Sea extremadamente precavido al limpiar escaleras.
	16. No utilice la máquina para aspirar líquidos inflamables o combustibles tales como gasolina ni la utilice en superficies en donde haya habido dichos líquidos.
	17. No maneje la máquina cerca de fluidos, polvo o vapores inflamables.
	18. Personal debidamente capacitado debe realizar el mantenimiento y las reparaciones.
	19. Utilice únicamente piezas de reemplazo idénticas. Consulte las instrucciones para realizar el mantenimiento de los aparatos.
	20. No utilice la máquina como escalera.
	21. Si se la utiliza sobre alfombras afelpadas o alfombras gruesas de fieltro no deje la máquina encendida en un solo lugar.
	22. No use la manija en el alojamiento de la bolsa de polvo para empujar la máquina.
	23. Apague siempre este utensilio antes de conectar o desconectar la boquilla motorizada.
	24. El cepillo puede prenderse inesperadamente. Para reducir el riesgo de una lesion a causa de las partes movibles –Desconectese antes de repararse.
	25. La aspiradora posee un protector térmico de reposición manual. El protector se repone apagando la aspiradora. Èste necesita algún tiempo para enfriarse ¡después del apagado! Revise si la aspiradora tiene alguna falla mecánica u obstrucció...
	26. Guarde la aspiradora en un lugar seco a temperatura ambiente. Cuando la aspiradora no se esté usando, enrollé el cordón en los ganchos para el cable.
	27. Cualquier otro servicio debe realizarlo un representante del servicio autorizado.
	28. Asegúrese que su cable de extensión esté en buenas condiciones y sea del tamaño correcto para su aparato. La tabla en la página de Instrucciones de puesta a tierra muestra el tamaño correcto a usar dependiendo de la longitud del cable y la ...
	29. Use solamente cables de extensión para exteriores de tres hilos que tengan enchufes de conexión a tierra de tres clavijas y receptáculos de conexión a tierra que acepten el enchufe del aparato.
	30. Para reducir el riesgo de lesiones personales debido a una conexión eléctrica suelta entre el enchufe del aparato y el cable de extensión, conecte firme y completamente el enchufe al cable de extensión. Revise periódicamente la conexión dur...
	31. Para reducir el riesgo de desconexión del cable del aparato del cable de extensión durante la operación, haga un nudo como se muestra en las Instrucciones de puesta a tierra.
	32. Mantenga el aparato con cuidado - Revise los cables de extensión periódicamente y reemplace si están dañados.


	8.643-553.0 Manual - Karcher Sensor S12

	Seguridad
	8.643-553.0 Manual - Karcher Sensor S12
	Seguridad

	8.643-553.0 Manual - Karcher Sensor S12
	Seguridad

	8.643-553.0 Manual - Karcher Sensor S12

	Operación
	1. Manija
	2. lnterruptor de encendldo/apagado
	3. Ensamblaje de la manila
	4. Anillo de retención
	5. Botón para abrir la cubierta
	6. Compartimiento de la bolsa para polvo
	7. Cublerta
	8. Pestillo del compartimiento
	9. Cabeza cepilladora/aspiradora
	10. Cable
	11. Mango del tubo telescópico
	12. Manguera
	13. Asa para transportar
	14. Gancho
	15. Tubo telescópico
	16. Boquilla para ranuras
	17. Boquilla para tapicerla
	18. Botón de adjuste de la pilla
	19. Pedal de encendido
	Operación
	8.643-553.0 Manual - Karcher Sensor S12
	8.643-553.0 Manual - Karcher Sensor S12

	Mantenimiento
	Mantenimiento
	8.643-553.0 Manual - Karcher Sensor S12
	8.643-553.0 Manual - Karcher Sensor S12
	Mantenimiento
	Mantenimiento

	8.643-553.0 Manual - Karcher Sensor S12
	8.643-553.0 Manual - Karcher Sensor S12


	Blank Page
	Blank Page



